ZODIAC DATA SYSTEMS GMBH ~ Technical Specification
HEIM DATaRec® 4 Accessories Overview

90 - 130V
180 - 260V

LINK
Power On
)

Signal Modules Overview

To power one Signal Module from a battery To integrate the HEIM DATaRec 4 Modules in a 19" rack

Battery type Lithium-lonen battery Dimensions 19" 5 HE

Dimensions 290 x 220 X 12 mm AC power input 90 to 260 VAC / 47 to 63 Hz
Weight 1.4 kg Power supply 130 Watts

Charging time 4.5 hours Number of modules depending on the width of the
Capacity 140 Wh modules

Maximum output power 50 W e.g.1LMF +7*33 mme.g.
Internal battery charger yes DICS6;

or 1 LMF + 3* 33 mm e.g. DIC6
+ 3 *44 mm e.g. DIC24;
or 1 LMF + 1*33 mm e.g. DIC6
+5*44 mm e.g. DIC24

Cooling fans

To power one Signal Module in a car from cigarette lighter

To mount a HEIM DATaRec 4 system on a car seat

Power Input 12-32 Vdc, 15 A max.
Power Output 18 Vdc, 4 A.
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HS300-3020

VH

zZODIAC 7
AEROSPACE K&

Page 2 of 2 Document No.: 5499E106

end these specifications without notice. This data sheet is provided for guidance only and does not constitute awarranty of


mailto:info.heim@zodiacaerospace.com
http://www.zodiac-data-systems.com
mailto:info@mh-gmbh.de
http://www.mh-gmbh.de

