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Windows 7/8/8.1 Installation Guide

Step 1: Insert CD Driver of this product to the CD-ROM. Connect the device to a spare
USB port on your PC.

Step 2: If there is an available Internet connection, Windows 7/8/8.1 will silently connect
to the Windows Update website and install any suitable driver it finds for the device.

If the automatic installation takes place there is no need to continue with the procedure
outlined below. If no suitable driver is automatically found then the following procedure
should be followed.

Press the Windows start button to bring up the start menu and select “Control Panel”.

5 cetngsunea

Sicky Notes

Cp———

QW ot

"‘ Solitaire

LR ——

Step 3: From the Control Panel window select Hardware and Sound
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Step 4: At the next screen select Device Manager:
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Step 5: In the Device Manager window there will be a device under Other Devices with a
yellow warning symbol to indicate a problem ie no driver installed. The text next to this
device will depend on the device attached. In this example the devices was “USB Serial
Cable” devices.
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Step 6: Right click on the other device to bring up a menu as shown below. From the
displayed menu select “Update Driver Software...” This then displays the
option for an automatic search or a manual search.
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Step 7: Select the second option to browse manually.

U L. Update Driver Software - USB <-» Serial Cable

How do you want to search for driver software?

= Search automatically for updated driver software

I Windows will search your computer and the Internet for the latest liver software
I for your device, unless you've disabled this feature in your device installation
I settings.
il
+ Browse my computer for driver software
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Step 8: click “Browse” and choose the corresponding OS driver in CD. Click “Next” to
continue
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Update Driver Software - USB Serial Converter

Browse for driver software on your computer

Search for driver software in this location:
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2 Letme pick from a list of device drivers on my computer
“This lst will show installed driver software compatible with the device, and al driver
software in the same category as the device.
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Step 9: When the installation has finished a completion screen is displayed.

Installing driver software...

Step 10: Press Close to close this window and go back to the Device Manager Window.
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The Device Manager will still show a device under Other Devices but in addition to this
there is a new entry under Universal Serial Bus Controllers indicated in the screenshot
above as the USB Serial Converter. This indicates the bus layer of the driver is installed.
Installing the Virtual Com Port layer of the driver is almost a repeat of the last few steps.

Step 11: Right click on the other device to bring up a menu as shown below. From the
displayed menu select “Update Driver Software...” This then displays the option for an
automatic search or a manual search.

& Device Manager

Fie Adion View Melp
@ |m|EHm elEs
+ G Humen Interface Devices
Ca IDE ATA/ATAPI controllers.
,-§ EEEL394 Bus host controllers
= Keyboards
» ¥ Mice and other painting devices 5
. B Moritors
4B Network adspters
4 [ Other devices

[l USB serial Po
479 Ports (COM&L{  Update Diver Software..
7 Communical  Disable
B Proceszom Uninstal
» & Sound, video an|

System devices Scan for hardware changes

Standard Enf_ Properties

Standard Enhanced PCIto USB Host Controller
Standard OpenHCD USB Host Cantroller
Standard OpenHCD US8 Host Controller

USB Maz: Storage Device

USB Root Hub

USB Root Hub

USB Root Hub

USB Root Hub

USB Serial Converter

Launch

Step 12: Select the second option to browse manually.



How do you want to search for driver software?

4 Search automatically for updated driver software
Windows will search your computer and the Tntemet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

# Browse my computer for driver software
Locate and install driver seftware manually.
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Step 13: click “Browse” and choose the corresponding OS driver in CD. Click “Next”
to continue

Browse for driver software on your computer

Search for driver software in this location:

¥ Include subfolders

9 Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.




Step 14: When the installation has finished a completion screen is displayed.
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Step 15: Press Close to close this window and go back to the Device Manager Window.
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Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:
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This time the Device Manager does not have a USB <->Serial Cable entry under Other
Devices but does show entries under Universal Serial Bus Controllers and Ports (COM &
LPT). The above screen shot displays a correct installation. The device is now ready to
use on COM3.

NOTE: Not all devices will install to COM3. The COM port allocation is determined by the
installation wizard on the basis of the next free com port as designated in the PC registry.

Remarks:
After installation if you can see “USB Serial Converter” from the “Device Manager”, but
can't see “USB Serial Port (COM3)” , please continue next steps.
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Step A: Right click “USB Serial Converter”, then click “Properties”.
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Step B: Select “Load VCP” in the “Advanced”, click “OK”

USB Serial Converter Properties

General| Advanced | Power Management | Diiver

o USBSeia Converter

Confiquration

Uss these setings 1o overide normal device configustion

¥ Load VTP




Converter Properties

‘ Advanced LPD?

4 o USB Serial Converter

Configuration

Use these seftings lo override noimal device configuiation

¥ LoadVCP
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Step C: Move out USB 2.0 TO RS232 on your computer. Connect the device to an old
USB port on your PC again, now it's ok , please refer to the following chart:
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Uninstalling FTDI Devices

With the release of Microsoft Windows 7/8/8.1, the FTDI uninstaller has been rendered
unusable due to Windows Resource Protection preventing the executable from deleting
driver files and associated registry values. Windows 7/8/8.1 will only allow the system
itself to modify files and registry values in these locations.

Devices can be removed using the Device Manager by simply right-clicking on the
mouse and selecting "Uninstall”. This will delete the associated registry entries for that
device only. Windows 7/8/8.1 provides an automatic method to delete driver files via a
check box to "Delete the driver software for this device" on the uninstall dialog box.

e | | Confirm Device Uninstall =]
USB Serial Port (COM3; USB Serial Converter
-~ 4
Waring: You are about o rinstalthi device from your system. Waring: You are abou to uninstal this device from your ystem.
[] Delete the driver scftware for this de vice. [] Delete the diver software for this device.




Windows XP Installation Guide

Step 1: Insert CD Driver of this product to the CD-ROM

Step 2: Connect the device to a free USB port on your PC, and find new hardware wizard,
please refer to the following chart:

i) Found New Hardware

ush serial converter

Welcome to the Found New
Hardware Wizard
Windaws will search for cument and updated software by

looking on your computer, an the hardware installation 0. or an
the Windows Update Web site (with your peimission]

Onling privacy information

Can'windaws connect to Windows Update to search for
software?

(2 Yes. this time orly

(e, now and gvery time | connect a device

@ et

Click Next to continue.




Step 3: Select “No, not this time*, click “Next” to continue.

Found New Hardware Wizard

This wizard helps you nstal software for:

ush serial converler

(+)_ 1t your hardware came with an installation CD

&2 or floppy disk. insert it now.

Wéhat do you wark the wizard to do?

O Install the software automaticaly (Recommended)
(@ Install from a st or specifc location (Advanced)

Click Newt to continue.

Step 4: Select “Install from a list or specific location (Advanced)”, click “Next” to continue.

Found New Hardware Wizard

Please choose your search and installation options.

() Search for the best diver in these locations

Use the check boves below to limit o expand the default search, which includes local
paths and removable media. The best diver found willbe installed.

eaich removable media (floppy, CO-ROM...)

[ ncluds this lacation in the ssarch:

) Don't search. | will choose the diiver to install

Choose this aption to selec the device diver from a list, indows does not guarantes that
the driver you choose will be the best match for your hardware:




Step 5: Select “Search removable media (floppy, CD-ROM...)", click “Next” to continue.

Found New Hardware Wizard

Please wait while the wizard searches

@ ush seial converter

Step 6: Auto search for the corresponding driver in the CD.

ard

Found New Hardware
Please select the best match for your hardware from the list below.

2 USB Serial Converter

Version

Location

Descriplion Manufacturer

hush 2.0t 15232 cable\win2C)

LSB Serial Converter 2240 FTDI

2

<

[EF This diver is digialy sioned

Tell me why driver sigring is important




Step 7: You will find two types of hardware wizard, one is for USB 2.0 - RS232 Converter,
another one is for USB 2.0 TO RS232 cable. Please choose the corresponding driver
according to your product, click “Next” to continue.

Found New Hardware Wizand

Pleage wait while the wizard installs the software...

< LISB Serial Converter

2wl
To CAWINDOWS\syswanGd

Step 8: The wizard has started installation and copy file to your system

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has firished instaling the software for

o USB Serial Converter

Click. Finish to clase the wizard,




Step 9: Click “Finish” to close the wizard.

A Found New Hardware |*

USE Serial Port

Step 10: Find new com port.

| Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windaws will search for cunent and updated softwars by

looking on your computer, on the hardware installation CD, o on
theWindows Update Web site (with your permission].

Online privacy information

Lan Windows connect to Windows Update to search for
softrare?

(O Yes, this time only
(O Ves, now and every time | connect a device
(&) Mo ot this time:

Click Next to continue,




Step 11: Select “No, not this time*, click “Next” to continue.

| Found New Hardware Wizard

This wizard helps pou instal software for:

USB Serial Port

If your hardware came with an installation CD
&2 or floppy disk, insert it now.

What dor you want the wizard to do?

O Install the software automaticall (Recommendsd)
@ Install from a list or specific location [Advanced]

Click Next ta continue.

Step 12: Select “Install from a list or specific location (Advanced), click “Next” to
continue.

Found New Hardware Wizard

Please choose your search and installation options

@) Search for the best diverin these locations,

Use the check boxes below to limit or expand the defallt search, which includes local
paths and remowable media. The best diver found will be installed.

Search removable media [floppy, CO-ROM..)

[ Include this location in the search:

© Dontt search. | wil choose the diiver to install

Choose this option to select the device diiver from a list, Windows does not quarante that
the:driver you choase will be the best match for your harduare.

<Back J[__New> | [ Cancel




Step 13: Select “Search removable media (floppy,CD-ROM...)" click “Next” to continue.

Found New Hardware Wizard

Please wait while the wizard searches__

@ USB Serial Port

Step 14: Auto search for the corresponding driver in the CD.

| Found New Hardware Wizard

Please select the best match for your hardware from the list below.

(g USE Serial Port

Description Version  Manufacturer  Location

USE Serisl Pot 2240 FTDI

i-wasb 2.0 b 15232 cablebwin2000_x|

<

02

[ This driver is digtal signed
ell me why diiver sioning is important

<Back |[__Mew> | [ Cancel




Step 15: Choose one type of the driver for your product, click “Next” to continue.

| Found New Hardware Wizard

Please wait while the wizard installs the software.

(y 1USE Serial Port

FTLang.dll
To CAWINDOWS spstem32

Step 16: The wizard has started installation and copy file to your system .

| Found New Hardware Wizard.

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for.

(y USE Serial Port

Click Firish to close the wizard,




Step 17: Installation completed, click “Finish” to close the wizard.

‘i) Found New Hardware x

Your new hardware is installed and ready to use,

Open
Explore
Search...
Manage:

Map Network Drive..,
Disconnect Network Drive. ..

Create Shortcut
Delete
Rename




Step 19: If you want to see it, right click “my computer”, and then click “Properties”.

X

System Proper
_ SystemPestos | Automatic Updates _ Remots |
General ComputerName | Hadware | Advanced |

Device Manager

The Device Manager lists all the hardware devices installed
= on your computer. Use the Device Manager to change the

propeties of any device.

Drivers

g Driving Signing lets pou make sure that installed drivers are
compatible with Windows. Windows Update lets pou set up
o windaws conmects o Windows Update for drivers.

[ Driver Sigring ) [ windows Updals:

Hardware Profiles

Hardvare profiles provide 2 way for pou to set up and store
different hardware configurations.

Hardware Profiles




Step 20: Select “Device Manager” in the “Hardware” of the interface “System Properties”,
click it, you can see the hardware devices installed on your computer, please refer to the
following chart:

+/- 8 Human Interface Devices
* 2 IDE ATA/ATAPT controlers
> Keyboards
1" Mice and other pointing devices
-G Other devices
=7 Ports (COM &.LPT)
. Commurications PortCOME)
T Commurications Port {COMZ)

-
@, sound, video and game controlers
1§ System devices

2 Standard Universal PCT to USE Host Controler
2 Standard Uiversal PCT to USE Host Controller
2 Standard Universal PCT to USE Host Controler
& Standard Universal PCT to LSE Host Controller
% LSk Root Hub

< U5t Raot Hub

& U5 Root Hub

<

USB Serial Converter

Step 21: Installation finished.

Remarks:

After installation, if you can see “USB Serial Converter” from the “Device Manager”, but
can't see “USB Serial Port (COM3)", please continue next steps.

1 (2 IDE ATAJATAPI controllers

1 > Keyboards

%7 Mice and other pointing devices
1 s other devices

STCOM & LPT)
- Communications Port (COM1)
F Commurications Port (COM2)
7 printer Port (LPTL)
= 588 Processan
# @, Sound, video and game conbrollers
4 1) System devices
=1 6 Universal Serial Bus controllers
Standard Linversal PCI to USB Host Controller
Standard Liriversal PCIto USB Host Cortrolier
Standard Liniversal PCI o USB Host Controller
Standard Uriversal PCIto USE Host Cartrolier
UISB Rook Hub
USE Root Hub
UISB Rook Hub
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{88 Human Interface Devices
IDE ATA/ATAPT cartroliers
1 2 Keyboards
) Mice and other pointing devices
ther devices
=l Ports [COM & LFT)
% cCommunications Port (COML)
& Commurications Port (COM2)
o printer Port (LPT1)
4 9 Processors
@, Sound, video and game controllers
411 System devices
=1 6 Universal Serial Bus controllers
Standard Universal PCI to LISB Host Controller
Standard Uriversal PCI o LISB Host Controlier
Standard Universal PCI to LISB Host Controller
Standard Universal PCI to USE Host Cantroler
UISE Rook Hub
USE Root Hub
LISE Raok Hub
UISE Rook Hub
u

Update Driver...
Disable
Uninstall

Scan for hardnare changes

Step A: Right click “USB Serial Converter”, and then click “Properties”.

USB Serial Converter Properties ]

| General | Advanced | Power Management | Diiver |

Ay U5 Seil Converter

~Corfiguration

Use these setings to override nomal device configuration

¥ LoadVIP




Step B: Select “Load VCP” in the “Advanced”, click “OK”.
Step C: Move out the USB - RS232 converter on your computer. Connect the device to
an old USB port on your PC again, now it is ok, please refers to the following chart:

) 8 Human Interfoce Devices

1 2 IDE ATAJATAPL controllers

0 Keyboards

1) Mice and other pointing devices

0 G Other devices

=1 o Ports (COM&LPT)
3 Commications Por (Comr)
' Commications Por (Conz)

@, Sound, video and game controllers

1) System devices

B % Universal Sril Bus controllers
& Standard Universal PCI to USE Host Controller
& Standard Universal PCI to USE Host Controller
& Standard Universal PCI to USB Host: Controler
&8 Standard Universal PCTto USB Hast Controler

c ions, i ion is

Remove Driver
1, Open the drivers of this product, please refer to the below chart :

driver\USB 2.0 T ES237 Converter'driver\FTCLean

FINTVRIN
B, Uninztall Progra.
FIIT Ltd

2, Double click “FTClen.exe”, it appears the following interface



FTDI
Chip

VID (Hex)
FTDI -

PID (Hex)
Ext

Status: Ready

3, click “Clean System”, it appears the following interface :

F01

FID [Hes)

VindowsXP.

Status: Ready




4, Disconnect USB 2.0 To rs232 device from the pc - click “ok” it appears the following

interface, then click ,Yes”

o et st v o .
@ mmsinmm

to

Fol g

FID Hey

Windows P

Status: Ready

5, please click “No” to uninstall driver

‘uﬁ 1" FIDI Cean Lty V1.0 e x

Confirm.

@

FTDI

FID (Hex)

Windows KP

Status: Ready
6, When Uninstall is completed, please click “Exit” to terminate the uninstall application.

7€ FTD!

Chip

VID [Hex)
FDI E

PID [Hex)
Exit

windows XP
Status: System clean completed




Mac OS X Installation Guide

1 Welcome to the Mac OS X Installation Guide

This document describes the procedure for installing the Mac OS X FTDIUSBSerial
driver for FTDI's FT2232C, FT232BM, FT245BM, FT8U232AM and FT8U245AM
devices. The driver is available for free download from the Drivers section of the FTDI
web site.

2 Installing FTDIUSBSerialDriver

Download the driver from the Drivers section of the FTDI web site and save it to the hard
disk.The driver is now available in disk image (.dmg) format. Run the installer by double
clicking on the FTDIUSBSerialDriver.dmg icon.

[@eon Install FTDIUSBSerialDriver Kernel Extension

Welcome to the FTDIUSBSerialDriver Kernel Extension Installer

Welcome to the Mac OS X Installation Program. You will be
© Introduction quided through the steps necessary to install this software

Go Back ( Continue )

Click Continue to proceed with the installation and follow the instructions on
screen. When the installation is complete, reboot the computer.



[@e 0 Install FTDIUSBSerialDriver Kernel Extension K

Install Software

© Introduction

© Read Me

© Select Destination
© Installation Type
© Installing The software was successfully installed

© Finish Up

Click Restart to finish installing the software.

When the computer has rebooted, plug in the device. If the device is installed properly,
you will see entries in the /dev directory:

Idevlcu.usbserial-xxxxxxxx

Idevitty.usbserial-xxxxxxxx

where xxxxxxxx is either the device's serial number or, for unserialized devices, a
location string that depends on which USB port your device is connected to. Note that for
FT2232C devices port A is denoted by the serial number appended with "A" and port B is
designated by the serial number appended with "B"./dev can be accessed through the
Terminal ication. The Terminal ication can be launched by selecting Go >
Applications > Utilities > Terminal. Type the following lines in the Terminal

window to produce the file list:

cd /dev

Is-l

If you run the application System Preferences and select Network (Go > Applications >
System Preferences > Network), you should see the text "New Port Detected".




4 New Port Detected
i A new network port has been detected
usbserial-1822

Please verify that it is configured correctly, then

press Apply Now to activare it

Click OK and select Network Port Configurations from the Show list. The new port can be
enabled from this screen by checking the On box and clicking Apply Now.

5
CXX6) Network [=)
« WAae
=
Show All  Displays Sound Network Startup Disk
Location: |_Automatic B

Show: | Network Port Configurations B:

Check a configuration to make it active.
Drag configurations into the order you want to try them when
connecting to a network.

0On  Port Configurations
ushser 1822
™ Internal Modem New.

#  Built-in Ethernet e )
Delete. ..
(Duplicate )

(©]

n e
P Click the lock to prevent further changes Assist me. Apply Now

At this point, it is possible to exit Network and use the device as a COM port. If you wish
to set the device up a modem for an Internet connection, select the new port from the
Show list to display the window below. Please note that the FT2232C device has two
ports available and these must be configured separately.




‘860 Network (=

NG

[
Show All D;SD\J;S Sound  Network  Startup Disk
Location: | Automatic )
Show: | usbserial-1822 )
{TPPP| TCP/IP | Proxies Modem |
Service Provider: (Optional)
Account Name:
password:
Telephone Number:
Alternate Number (©ptional)
[l Save password
Checking this box allows all users of this computer to
access this Internet account without entering a password
(PpP Options... ) ( Dial Nov )
(@]
{ﬂ —
7] Click the lock to prevent further changes. ( Assistm Apply Now

Entries for this screen are specific to the Internet account for each user. If you do not
know the required details, contact your Internet service provider.

3 Uninstalling FTDIUSBSerialDriver

To remove the drivers from Mac OS X, the user must be logged on as root. Root is a
reserved username that has the privileges required to access all files.

Start a Terminal session (Go > Applications > Utilities > Terminal) and enter the following
commands at the command prompt:

cd /System/Library/Extensions

rm -r FTDIUSBSerialDriver.kext

The driver will then be removed from the system.

To remove the port from the system, run the application SystemPreferences and select
Network. Selecting Network Port Configurations from the Show menu will display the
port as greyed out.

Select the uninstalled port and click Delete. Confirm the deletion to remove the port.
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80N Network [=)
L)
— i = e
Show All : Displays Sound | Network | Startup Disk
Location: _Automatic .
Show: | Network Port Configurations B:
Check a configuration to make it active.
Drag configurations inzo the order you want to try them when
connecting to a network.
On | Port Configurations
[} usbserial-1B22
™ Internal Modem
&  Built-in Ethernet G
( Delete... )
Duplicate
(@]
U ——
[Pl Click the lock to prevent further changes. Assist me.. Apply Now

4 How do | know what my devicelD is?

Launch the System Profiler utility, or Apple System Profiler for earlier versions of OS X.
This can be accessed by going to the Finder and selecting Applications from the Go
menu, then open the Utilities folder.

Select USB under Hardware in the pane to the left and then select the appropriate device
from the USB Device Tree. In the screen shot below (from OS 10.3), the device has a
devicelD given by:

Vendor Name: FTDI

Prioduct ID: 24577 ($6001)

A Vendor Name of FTDI is equivalent to a Vendor ID of 1027 ($0403).



fece System Profile 2

Andly's ebac 10/01/2005 08:37
Contents USB Device Tree
v Harcware UsB Bus
U8 Bus
PEIJAGP Cards ¥ Hub in Apple Extended USE Keyboard
ATA USB <> Serial
scs1 ‘Apple Optical USB Mouse
= Apple Extended USE Keyboard
Frelire UsB Bus
AirPort Card USE High-Speed Bus
Nodems
software
Aoplications .
Seranslors Uss <> seriat
Nework

Logs - Vendor Name:  FTDI

Speed Up t0 12 Mbjsec
Product ID: 24577 ($6001)
Bus Power (mA): 100

If the device does not work after installing the driver, it is likely to be because the PID is
not supported by the driver. If this is the case, contact FTDI Support with the PID that
needs to be added to the driver. If the VID is not 0x0403, it is likely that the device is not
an FTDI device and we cannot support it.

Windows CE Installation Guide

1 to the Wi CE ion Guide
The purpose of this MANUAL is to provide users of USB 2.0 To RS232 with a simple
procedure for installing drivers for their devices on PDAs and targets running Windows
CE 4.2 and later.
2 Installing Devices
The VCP drivers emulate a standard COM port. These can be communicated with in
the same manner as any other COM port on the PC.
ftdi_ser.dll - the VCP driver file
FTDIPORT.inf - user changeable file to allow devices with custom VID and PID
combinations to be installed

Copy all of the unzipped files to the \\Windows directory on the PDA.

If the PDA requires a host adaptor (e.g. USB host cable, presentation pack or
Compact




Flash host card), make sure that it is connected and installed before proceeding.
Connect the RS232 device to a host USB port on the PDA. This will provide a dialog
box to direct Windows CE to the driver files.
_Type the full name of the VCP driver file into the dialog box as shown below. If the file
name is incorrect, the driver will not be found and the device will not function.
The device installation is now complete.

i |Unidentified USB D & x 12:04
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Enter the name of the device
ciriver for this device. Far
informatian, see the device
manufacturer's documentation.

The device installation is now complete.
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Installation unter Windows 7/8/8.1

Schritt 1: Legen Sie die Treiber-CD des Produkts in das CD-ROM Laufwerk ein.
SchlieRen Sie das Geréat an einem USB-Port Ihres PC an.

Schritt 2: Wenn ein Internetanschluss verfiigbar ist, schlieRt sich Windows 7/8/8.1 lautlos
an die Windows Aktualisierungswebsite an und installiert einen geeigneten Treiber, den
es fiir das Gerét findet.

Wenn die automatische Installation stattfindet, ist es nicht notwendig, die unten
beschriebene Vorgehensweise zu befolgen. Wenn es nicht méglich ist, automatisch
einen geeigneten Treiber zu finden, muss die folgende Vorgehensweise befolgt werden.

Driicken Sie die Windows Starttaste, um das Startmenii aufzurufen und wahlen Sie
,Control Panel” aus.
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Schritt 3: Wahlen Sie von der Bedientafel aus die Hardware and Sound.
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Schritt 4: Wahlen Sie in der folgenden Anzeige den Device Manager aus.

)= » Conto Panl » Hordwareand Sound » <4
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Schritt 5: Im Geratemanagerfenster gibt es ein Geréat unter Andere Gerate mit einem
gelben Warnsymbol, mit dem ein Problem angezeigt wird, z.B. kein Treiber installiert.
Der Text neben dem Gerat ist von dem angebrachten Gerat ab. In diesem Beispiel
waren die Gerate mit ,Serial USB cabel” versehen.
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Schritt 6: Rechtsklicken Sie auf das andere Gerét, um das unten stehende Menii
aufzurufen. Wahlen Sie im Menti die Option ,Update Driver Software...” Daraufhin
konnen Sie eine Auswahl zwischen automatischer oder manueller Suche treffen.

2 Device Manager
Fie Acion View

Hep
e (@B HE & NS
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» G IDE ATA/ATAP controllers
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18 Mice and other pointing devices
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7 Communicatio]  Disable
= Uninstall
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Schritt 7: Wahlen Sie die zweite Option aus, um die manuelle Suche durchzufiihren.

{5} L Update Driver Software - USB <-> Seria Cable

How do you want to search for driver software?

= Search automatically for updated driver software
Windows will search your computer and the Internet for the latest diiver software
for your device, unless you've disabled this feature in your device installation
settings.

& Browse my computer for driver software
Locate and nstall divr software manually.




Schritt 8: Klicken Sie auf ,Browse” und wahlen Sie den entsprechenden OS Treiber auf
der CD aus. Klicken Sie auf ,Next", um fortzufahren.

@ 1l Update Driver Software - USB Serial Converter

Browse for driver software on your computer

Search for driver software in this location:

[| [E\diiverwindows 7] - Browss

[#include subfolders

2 Letme pick from a list of device drivers on my computer
“This lst will show installed driver software compatible with the device, and al driver
software in the same category as the device.

[Chet ]

Schritt 9: Wenn die Installation beendet ist, wird eine Fertigstellungsmeldung angezeigt.

Installing driver software...

Schritt 10: Driicken Sie auf SchlieBen, um dieses Fenster zu schliefen und zum
Geratemanagerfenster zurlickzukehren.
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Der Geratemanager zeigt weiterhin ein Gerat unter Andere Gerate anzuzeigen, aber
zusatzlich dazu gibt es einen neuen Eintrag unter Universelle Serielle Bus Controller
wird im obigen Screenshot als Serieller USB Wandler angegeben. Dies gibt die
Bus-Schicht des installierten Treibers. Die Installation der Virtuellen Com Anschluss
Schicht des Treibers ist fast eine Wiederholung der letzten Schritte.

Schritt 11: Rechtsklicken Sie auf das andere Gerat, um das unten stehende Meni
aufzurufen. Wahlen Sie im Menti die Option ,Update Driver Software...” Daraufhin
kénnen Sie eine Auswahl zwischen automatischer oder manueller Suche treffen.
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+ G Humen Interface Devices
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= Keyboards
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Standard Ent. Eropecties

Standard Enhanced PCIto USB Host Controller
Standard OpenHCD USB Host Cantroller
Standard OpenHCD US8 Host Controller

USB Maz: Storage Device

USB Root Hub

USB Root Hub

USB Root Hub

USB Root Hub

USB Serial Converter

Launch

Schritt 12: Wahlen Sie die zweite Option aus, um die manuelle Suche durchzufiihren.



How do you want to search for driver software?

4 Search automatically for updated driver software
Windows will search your computer and the Tntemet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

# Browse my computer for driver software
Locate and install driver seftware manually.

Schritt 13: Klicken Sie auf ,Browse” und wéhlen Sie den entsprechenden OS Treiber auf
der CD aus. Klicken Sie auf ,Next”, um fortzufahren.

Browse for driver software on your computer

Search for driver software in this location:

v [some. |

¥ Include subfolders

9 Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.




Schritt 14: Wenn die Installation beendet ist, wird eine Fertigstellungsmeldung angezeigt.

-
() U Update Diiver Softuare - USB Serial Port

Installing driver software...

= |

Schritt 15: Driicken Sie auf SchlieBen, um dieses Fenster zu schliefen und zum
Geratemanagerfenster zurlickzukehren.
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| @ L Update Driver Software - USB Serial Port (COM3)

[l Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:

USB Serial Port
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Disese Mal hat der Geratemanager keinen USB <-> Seriellen Kableeingang unter
Andere Geréte, sonder zeigt Eingénge unter Universelle Serielle Bus Controller und
Anschliisse (COM & LPT) an. Der obige Screenshot zeigt die richtige Installation an.
Jetzt ist das Gerét bereit, COM3 zu verwenden.

HINWEIS: Nicht alle Geréte kénnen auf COM3 installiert werden. Die COM Anschluss
Zuweisung ist von dem Installationsassistenten auf Grundlage des folgenden freien
COM Anschlusses, der in der PC-Registrierung festgelegt ist.

Anmerkung:
Wenn Sie nach der Installation den ,USB Serial Converter” vom ,Device Manager” aus

sehen konnen, aber den ,USB Serial Port (COM3)" nicht sehen kénnen, fahren sie bitte
mit den folgenden Schritten fort.

+-gZ) LUE ALAJAIAKL CONLroliers
4 Keyboards
41-77) Mice and other pointing devices
+ ﬁ Other devices
Ports
5 Communications Port (COM1)
7 Communications Port (COMZ)
o Printer Port (LPTL}
+ 8 Processor:
+- @, Sound, video and game controllers
« System devices
S % Universal Serial Bus controllers
Standard Universal PCI to USB Host Controller
Standard Universal PCI ko USB Host Controller
Standard Universal PCI o LISB Host Controlier
Standard Universal PCI ko U3B Host Controller
USB Root Hub
USE Root Hub
U58 Root Hub
N -




Schritt A: Rechtsklicken Sie ,USB Serial Converter” und dann ,Properties”.

i (3 Human Interface Devices
= IDE ATAJATAPI controllrs
Keyboards
77 Wice and ciher painting devices
Other devices
o Ports (COM & LPT)
W Communications Port (COM1)
o Commuricatians ort (COMZ)
W Prinker Part (LPT1)
B Processors
%@ 50und, video and game controllers.
# 1 System devices
= J‘é Universal Serial Bus controlers
Standard Universal PCI to LISB Host Controller
Standard Uriversal PCI to USB Host Controller
Standard Universal PCI to LS8 Host Controller
Standard Universal PCI to UISB Host Controller

USE Roct Hulb

USB Root Hub

USE Root Hub

USB Root Hub
Update Driver...
Disable
Uninstall

Scan for hardware changes

Schritt B: Wahlen Sie ,Load VCP” unter ,Erweitert” aus und klicken Sie auf ,OK”".

USB Serial Converter Propert

General | Advanced | Power Management | Diiver

[
oS USB Serd Comveter

Confiquration

Uss these setings 1o overide normal device configustion

¥ Load VTP




Converter Properties

al| Advanced | Power Man

# o USB Serial Converter

Configuration

Use these seftings lo override noimal device configuiation

¥ LoadVCP

ok J[ cacd J[ He ]

Schritt C: Ziehen Sie den USB 2.0 AUF RS232 von |lhrem Computer. SchlieBen Sie das
Gerat wieder an den alten USB-Anschluss an lhrem PC an, jetzt ist es in Ordnung; siehe
folgende Grafik:



-9 Humen Interface Devices
-2 IDE ATAATAP] controlers

5 Keyboards

‘iﬁ Mice and cther pointing devices

Other devices

= Ports (COM &.LPT)

7 Commurications Part (COM1)
7 Commurications Port (COM2)

&
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©. Sound, video and gane cantrollers

System devices
& Universal Seria Bus controlers
Standend Uriversal PCT to USE Host Controler

Standard Liiversal PCI to LISB Host Controler
LUSE Root Hub
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LUSB Root Hub

LB Serial Converter

FTDI Geréte deinstallieren

Seit dem Erscheinen von Microsoft Windows 7/8/8.1 kann das
FTDI-Deinstallationsprogramm nicht mehr verwendet werden, da ihm vom Windows
Resource Protection-Dienst keine Freigabe zum Léschen der Exe-Datei und der
Registryeintrage erteilt wird. Nur dem System selbst sind unter Windows 7/8/8.1
Anderungen von Dateien und Werten der Registry in diesen Verzeichnissen erlaubt.

Gerate konnen mit dem Devicemanager entfernt werden, indem Sie einfach mit der
Maus icken und ,Uninstall” auswahlen. Damit werden nur die betreffenden
Registierungseingaben fiir dieses Gerate geléscht. Windows 7/8/8.1 bietet eine
automatische Methode an, die Treiberdateien tiber dem Auswahlkéstchen mit ,Delete
the driver software for this device” in dem Deinstallationsdialogfenster zu I6schen.

e | | Confirm Device Uninstall =]
USB Serial Port (COM3; USB Serial Converter
-~ 4
Waring: You are about o rinstalthi device from your system. Waring: You are abou to uninstal this device from your ystem.
[] Delete the driver scftware for this de vice. [] Delete the diver software for this device.




Windows XP Installationsanleitung

Schritt 1: Legen Sie die Treiber-CD dieses Produkts in das CD-ROM-Laufwerk ein
Schritt 2: Verbinden Sie das Gerat mit einem freien USB-Port Ihres Computers, dann
offnet sich das Wizard-Programm Hard! 3 i istin der 1 Abbildung zu

i) Found New Hardware
ush serial converter

Welcome to the Found New
Hardware Wizard
Windaws will search for cument and updated software by

looking on your computer, an the hardware installation 0. or an
the Windows Update Web site (with your permission),

Onling privacy information

Can'windaws connect to Windows Update to search for
software?

(2 Yes. this time orly

(e, now and gvery time | connect a device

[CHENCE

Click Next to continue.




Schritt 3: Wahlen Sie ,Nein, diesmal nicht* aus und klicken Sie auf ,Next/Weiter*, um
fortzufahren.

Found New Hardware Wizard

This wizard helps you nstal software for:

ush serial converler

(+)_ 1t your hardware came with an installation CD

&2 or floppy disk. insert it now.

Wéhat do you wark the wizard to do?

O Install the software automaticaly (Recommended)
(@ Install from a st or specifc location (Advanced)

Click Newt to continue.

Schritt 4: Wahlen Sie ,Software von einer Liste oder einer bestimmten Quelle installieren
(fur fortgeschrittene Benutzer)“, Klicken Sie ,Next/Weiter”, um fortzufahren.

Found New Hardware Wizard

Please choose your search and installation options.

() Search for the best diver in these locations

Use the check boves below to limit o expand the default search, which includes local
paths and removable media. The best diver found willbe installed.

eaich removable media (floppy, CO-ROM...)

[ ncluds this lacation in the ssarch:

) Don't search. | will choose the diiver to install

Choose this aption to selec the device diver from a list, indows does not guarantes that
the driver you choose will be the best match for your hardware:




Schritt 5: Wahlen Sie ,Wechselmedien durchsuchen (Diskette, CD..)" aus, klicken Sie
auf ,Next/Weiter", um fortzufahren.

Found New Hardware Wizard

Please wait while the wizard searches

@ ush seial converter

Schritt 6: Automatische Suche nach dem entsprechenden Treiber auf der CD.

Found New Hardware

ard

Please select the best match for your hardware from the list below.

2 USB Serial Converter

Deseription

Version | Manufactuer Location

LSB Serial Converter 2240 FTDI hush 2.0t 15232 cable\win2C)

<

2

[EF This diver is digialy sioned

Tell me why diiver sioning is importani




Schritt 7: Sie finden zwei Typen des Hardwareassistenten, einen fiir den USB 2.0 -
RS232 Konverter, den anderen fiir das USB 2.0 TO RS232-Kabel. Wahlen Sie bitte den
entsprechenden Treiber fiir Ihr Produkt aus und klicken Sie auf ,Next/Weiter”, um
fortzufahren.

Found New Hardware Wizand

Pleage wait while the wizard installs the software...

< LISB Serial Converter

2wl
To CAWINDOWS\syswanGd

Schritt 8: Das Wizard-Programm hat die Installation begonnen und kopiert die Datei in
Ihr System

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has firished instaling the software for

o USB Serial Converter

Click. Finish to clase the wizard,




Schritt 9: Klicken Sie auf ,Beenden*, um das Wizard-Programm zu schlieBen.

A Found New Hardware |*
USE Serial Port

Welcome to the Found New

Hardware Wizard

Windaws will search for cunent and updated softwars by
laoking on your computer, on the hardwars installation CD, or on
the Windaws Update Web sits (mih your permissiar).

Onine piivacy irformtion

Lan Windows connect to Windows Update to search for
softrare?

(O Yes, this time only
(O Ves, now and every time | connect a device
(&) Mo ot this time:

Click Next to continue,




Schritt 11: Wahlen Sie ,Nein, diesmal nicht* aus und klicken Sie auf ,Next/Weiter*, um
fortzufahren.

| Found New Hardware Wizard

This wizard helps pou instal software for:

USB Serial Port

If your hardware came with an installation CD
&2 or floppy disk, insert it now.

What dor you want the wizard to do?

O Install the software automaticall (Recommendsd)
@ Install from a list or specific location [Advanced]

Click Next ta continue.

Schritt 12: Wahlen Sie ,Software von einer Liste oder einer bestimmten Quelle
installieren (fur fortgeschrittene Benutzer)*, Klicken Sie ,Next/Weiter“, um fortzufahren.

Found New Hardware Wizai

Please choose your search and installation options.

() Search far the best diiver in these locations:

Use the check hoxes below to limit or expand the default search, which includes local
paths and removable media. The best diiver found will be installed

earch removable media (floppy. CD-AOM..)

[ Include this lacation in the search

O Dot search. | will chooss the diver ta install

Choose this option to select the device driver from 3 list \windows does not guarantee that
the driver you choose will be the best match for your hardware,

<Back [ Mew> | [ Cancel




Schritt 13: Wahlen Sie ,Wechselmedien durchsuchen (Diskette, CD..)" aus, klicken Sie
auf ,Next/Weiter", um fortzufahren.

Found New Hardware Wizard

Please wait while the wizard searches__

@ USB Serial Port

Schritt 14: Automatische Suche nach dem entsprechenden Treiber auf der CD.

Please select the best match for your hardware from the list below.

(y USE Serial Port

Description Version  Manufacturer  Location

USE Serisl Pot 2240 FTDI i-wasb 2.0 b 15232 cablebwin2000_x|

<

02

[ This driver is digtal signed
Tell e why driver sianing is mpertant

<Back |[__Mew> | [ Cancel




Schritt 15: Wahlen Sie einen Treibertyp fir Ihr Produkt aus, klicken Sie auf ,Next/Weiter*,
um fortzufahren.

| Found New Hardware Wizard

Please wait while the wizard installs the software.

(y 1USE Serial Port

FTLang.dll
To CAWINDOWS spstem32

Schritt 16: Das Wizard-Programm hat die Installation begonnen und kopiert die Datei in
Ihr System.

| Found New Hardware Wizard.

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for.

(y USE Serial Port

Click Firish to close the wizard,




Schritt 17: Installation ist beendet, klicken Sie auf ,Beenden”, um das Wizard-Programm
zu schliefen.

‘i) Found New Hardware x

Your new hardware is installed and ready to use,

Open
Explore
Search...
Manage:

Map Network Drive..,
Disconnect Network Drive. ..

Create Shortcut
Delete
Rename




Schritt 19: Wenn Sie dies anzeigen wollen, rechtsklicken Sie auf ,Arbeitsplatz* und dann
auf ,Eigenschaften*.
%]

System Proper
_ SystemPestos | Automatic Updates _ Remots |
General ComputerName | Hadware | Advanced |

Device Manager

The Device Manager lists all the hardware devices installed
= on your computer. Use the Device Manager to change the

propeties of any device.

Drivers

g Driving Signing lets pou make sure that installed drivers are
compatible with Windows. Windows Update lets pou set up
o windaws conmects o Windows Update for drivers.

[ Driver Sigring ) [ windows Updals:

Hardware Profiles

Hardvare profiles provide 2 way for pou to set up and store
different hardware configurations.

Hardware Profiles




Schritt 20:Wéhlen Sie unter ,Systemeigenschaften den Mentipunkt ,Hardware* und
dann ,Gerate-Manager* aus, klicken Sie diesen an, dann kénnen Sie die
Hardwareeinheiten sehen, die auf Inrem Computer installiert sind. Weiteres ist in der
folgenden Abbildung zu finden:

) € Human Irterface Devices

3 IDE ATAJATAPL controllers

5 S Keyboards
Mice and other pointing devices

iﬁ Other devices

= Ports (com a.LPT)
. Commurications Pert (COM1)
% Commuricatians Part (COME)

[L>

-
-, Sound, video and game controllers

#1 i System devices

2 Standard Universal PCI ta USE Host Controller
% Standard Universal PCI to USE Host Controller
%y Standard Universal PCT to USE Host Controller
Standard Universal PCI to USE Host Controller
USB Raot Hub

USE Reot Hub

USE Reot Hub

BRSDDI DS

USB Serial Converter

Schritt 21: Installation abgeschlossen.

Bemerkungen:

Wenn Sie nach der Installation im ,Gerate-Manager* nur ,USB Serial
Converter/USB-Seriell-Konverter”, aber nicht ,USB Serial Port (COM3)/USB-Seriell-Port
(COMB3) finden, fahren Sie bitte mit den folgenden Schritten fort.

1 {2 IDE ATAJATAPI controllers

1 > Keyboards

%7 Mice and other pointing devices
Othev devices

5

y Commurications Port (COML)

F Commurications Port (COM2)
7 printer Port (LPTL)

= 588 Processan

# @, Sound, video and game conbrollers

4 1) System devices

=1 6 Universal Serial Bus controllers

Standard Linversal PCI to USB Host Controller

Standard Liriversal PCIto USB Host Cortrolier

Standard Liniversal PCI o USB Host Controller

Standard Uriversal PCIto USE Host Cartrolier

UISB Rook Hub

USE Root Hub

UISB Rook Hub




{88 Human Interface Devices
IDE ATA/ATAPT cartroliers
1 2 Keyboards
) Mice and other pointing devices
ther devices
=l Ports [COM & LFT)
% cCommunications Port (COML)
& Commurications Port (COM2)
o printer Port (LPT1)
4 9 Processors
@, Sound, video and game controllers
411 System devices
=1 6 Universal Serial Bus controllers
Standard Universal PCI to LISB Host Controller
Standard Uriversal PCI o LISB Host Controlier
Standard Universal PCI to LISB Host Controller
Standard Universal PCI to USE Host Cantroler
UISE Rook Hub
USE Root Hub
LISE Raok Hub
UISE Rook Hub
u

Update Driver...
Disable
Uninstall

Scan for hardnare changes

Schritt A: Rechtsklicken Sie auf ,USB Serial Converter/USB-Seriell-Konverter* und dann
auf Eigenschaften®.

USB Serial Converter Properties ]

| General | Advanced | Power Management | Diiver |

Ay U5 Seil Converter

~Corfiguration

Use these setings to override nomal device configuration

¥ LoadVIP




Schritt B: Wahlen Sie ,Load VCP/VCP Laden* unter ,Erweitert* und klicken Sie dann auf

LOK*.

Schritt C: Trennen Sie den USB 2.0 - RS232 Konverter von lhrem Computer. Verbinden
Sie das Gerat erneut mit einem bereits vorhandenem USB-Port |hres Computers. Wenn

das

funktioniert, fahren Sie gemaR der folgenden Abbildung fort:

) 8 Human Interfoce Devices
" 2 IDE ATAIATAPI controlers

-5 Keyboards

1) Mice and other pointing devices
G '4 Other devices
=1 o Ports (COM&LPT)
3 Commications Por (Comr)
' Commications Por (Conz)

@, Sound, video and game controllers

1 System devices
=1 & Universal Serial Bus controllers

&8 Standard Universal PCTto USB Hast Controler
&8 USB Raot Hub
o USB Ract Hub
o USB Ract Hub

F i i die

Entfernen des Treibers

1, Um die Treiber dieses Produkts zu 6ffnen, folgen Sie bitte der folgenden Abbildung:

driver\USB 2.0 T ES237 Converter'driver\FTCLean

%

FIITINTR,
Tninstall Progra.
FIIT Lid

2, Doppelklicken Sie auf ,FTClen.exe®, dann &ffnet sich folgende Oberfléache



VID (Hex)
FTDI -

PID (Hex)

Status: Ready

Ext

3, Klicken Sie auf ,Clean System/System bereinigen*,

SR " 101 Clean Uity 1.0

F01

FID [Hes)

indows XP
Status: Ready

es erscheint folgende Oberflache:




4, Trennen Sie das USB 2.0 - RS232 Gerat vom Computer, klicken Sie auf ,OK* und
wenn die folgende Oberfléche erscheint, klicken Sie auf ,Yes/Ja*“

FID Hey

Windows P

Status: Ready

5, Bitte klicken Sie auf ,No/Nein*, um den Treiber zu deinstallieren

FTDI

FID (Hex)
Windows XP
Status: Ready

6, Wenn die Deinstallation abgeschlossen ist, klicken Sie bitte auf ,Exit/Beenden®, um
die Deinstallationsanwendung zu beenden.

@ FTDI
W Chip

VID [Hex)
FDI E

PID [Hex)
Exit

windows XP
Status: System clean completed




Installationsanleitung fiir Mac OS X

1 Willk bei der Ir i itung Mac OS X

Diese Anleitung beschreibt die ise bei der Ir ion des Mac OS X
FTDI-USB-Seriell-Treibers fiir FTDI FT2232C, FT232BM, FT245BM, FT8U232AM und
FT8U245AM-Geréte. Der Treiber steht zum kostenlosen Herunterladen im Bereich
Treiber auf der FTDI-Webseite zur Verfiigung.

2 Installation des FTDI-USB-Seriell-Treibers

Laden Sie den Treiber vom Bereich Treiber der FTDI-Webseite herunter und speichern
Sie ihn auf der Festplatte. Der Treiber steht jetzt im Image-Dateiformat (.dmg) zur
Verfiigung. Starten Sie die Installation durch Anklicken des Icons
FTDIUSBSerialDriver.dmg.

[®@o00 Install FTDIUSBSerialDriver Kernel Extension

Welcome to the FTDIUSBSerialDriver Kernel Extension Installer

Welcome to the Mac OS X Installation Program. You will be
© Introduction quided through the steps necessary to install this software

® Relyd Me

Go Back { Continue

Klicken Sie auf Weiter, um mit der Installation fortzufahren und folgen Sie den
Anweisungen auf dem Bildschirm.
Wenn die Installation beendet ist, starten Sie den Computer neu.



[eeo Install FTDIUSBSerialDriver Kernel Extension

Install Software

© Introduction

© Read Me

© Select Destination
© Installation Type
© Installing The software was successfully installed

© Finish up

Click Restart to finish installing the software.

Nach dem Neustart des Computers schlieRen Sie das Gerat an. Wenn das Gerét korrekt
installiert wurde, sind Eintrage im /dev-Verzeichnis zu finden:
/dev/cu.usbserial-xxxxxxxx

Idevitty.usbserial-xxxxxxxx

wobei xxxxxxxx entweder die Seriennummer des Geréats anzeigt oder bei Geraten ohne
Seriennummer ein Anschlussplatzstring, der davon abhangig ist, an welchem USB-Port
Sie Ihr Gerat angeschlossen haben. Beachten Sie, dass bei FT2232C-Geréate Port A
durch eine Seriennummer angezeigt wird, an die ,A“ angehangt wird und Port B wird mit
einem ,B" bezeichnet. Auf /dev kann iiber die Terminal-Anwendung zugegriffen werden.
Die Terminal-Anwendung kann durch Auswahl von Go > Anwendungen >
Utility-Programme > Terminal gestartet werden. Geben Sie die folgende Reihenfolge in
das Terminalfenster

ein, um die Dateiliste zu erstellen:

cd /dev

Is-l

Wenn Sie die Anwendung Systemeinstellungen wahlen und Netzwerk anklicken (Go >
Anwendungen > Systemeinstellungen > Netzwerk), sollte als nachstes ,Neuer Port
erkannt" erscheinen.



. New Port Detected
i) w A new network port has been detected

usbserial-1822

Please verify that it is configured correctly, then

press Apply Now to activae it.

Klicken Sie auf ,OK* und wahlen Sie Netzwerk-Port-Konfigurationen aus der Liste ,Alle
Anzeigen“. Der neue Port kann vom diesem Fenster aus aktiviert werden, indem Sie das
Kontrollkéstchen ,On/Ein“ markieren und ,Jetzt anwenden” anklicken.

860 Network
=

Show All  Displays Sound | Network | Startup Disk

=)

Location: [ Automatic 3

Show: (Network Port Configurations )

Check a configuration to make it active.

Drag configurations into the order you want to try them when
connecting to a netwark.

On_ Port Configurations

usbser P
™ Internal Modem New.
#  Built-in Ethernet CEa

(__uplicate )

i}
P Click the lock to prevent further changes.

(“Assistme... ) ( Apply Now )

An dieser Stelle ist es méglich, das Netzwerk zu verlassen und das Gerét als COM-Port
zu verwenden. Wenn Sie das Gerat als Modem fiir eine Internetverbindung verwenden
mochten, wahlen Sie den neuen Port von der Liste ,Alle Anzeigen® aus, um das unten
abgebildete Fenster zu 6ffnen. Beachten Sie bitte, dass das FT2232C-Gerét liber zwei
Ports verfiigt und diese getrennt konfiguriert werden missen.



‘860 Network =

<« mae @

Show Al Displays Sound |Network ' Startup Disk
Location: [ Automatic 5
Show: usbserial-1822 5

{CPPPT TCP/IP_ Proxies | Modem

Service Provider: (Optionah
Account Name:
Password
Telephone Number.

Alternate Number (Optionah)

(I save password
Checking this box allows all users of tis computer to
ccess this Internet account without entering a password

(PP Options... ) (_Dial Now... )

J -

Eingaben fiir dieses Fenster sind fiir das Internetkonto jedes Benutzers spezifisch.
Wenn Sie die geforderten Einzelheiten nicht kennen, setzen Sie sich mit lhrem
Internet-Service-Provider in Verbindung.

3 Deinstallation des FTDI-USB-Seriell-Treibers

Um den Treiber vom Mac OS X zu deinstallieren, muss der Anwender sich als Root
anmelden. Root ist ein reservierter Anwendername mit Zugriffsrechten auf alle Dateien.
Beginnen Sie eine Terminalsitzung (Go > Anwendungen > Utility-Programme >
Terminal)

und geben Sie Folgendes ein

Befehle bei der Eingabeaufforderung:

cd /System/Library/Extensions (cd /System/Bibliothek/Erweiterungen)

rm -r FTDIUSBSerialDriver.kext

Der Treiber wird nun vom System geléscht.

Um den Port aus dem System zu I6schen, klicken Sie auf die Anwendung
~Systemeinstellungen” und wahlen Sie ,Netzwerk". Wenn Sie
.Netzwerk-Port-Konfigurationen® im Show/Anzeige-Menii auswahlen, erscheint der Port
grau unterlegt.

Waéhlen Sie den Port aus, den Sie deinstallieren méchten und klicken Sie auf ,Léschen”.
Bestéatigen Sie die Léschung, um den Port zu entfernen.



00 Network =)

Show All | Displays Sound  Network | startup Disk

Location: | Automatic B

Show: | Network Port Configurations H]

Check a configuration to make it active.
Drag configurations into the order you want to try them when
connecting to a network.

on_ | Port Configurations
ushserial-1822

Internal Modem C Hewe )
Built-in Ethernet ( Edie )
(Coelere.. )

Duplicate

R&R

ol —
1% Click the lock to prevent further changes. A me.. Apply Now

4 Wie erkennen Sie lhre Gerite-ID?

Starten Sie das System Profiler-Utility-Programm oder Apple System Profiler fiir &ltere
Versionen von OS X. Sie erhalten Zugriff, wenn Sie auf ,Finder” gehen,
,Anwendungen® im Go-Menl auswéhlen und dann den Ordner

LJUtility-Programme” 6ffnen.

Waéhlen Sie unter Hardware im linken Fensterausschnitt USB aus und klicken Sie dann
auf das entsprechende Gerat im USB-Gerate-Baum. In der unten angezeigten
Bildschirmansicht (von OS 10.3) hat das Gerét die Geréate-ID, ausgestellt von:
Héndlername: FTDI

Produkt-ID: 24577 ($6001)

Ein Handlername von FTDI ist gleichbedeutend mit der Handler-ID 1027 ($0403).



f[eoe System Profile

Andys eMac 10/01/2005 08:37
Contents USB Device Tree
¥ Hardware USB Bus
Memory v US8 Bus
PCI/AGP Cards v Hub in Apple Extended USE Keyboard
ATA USB <-> Serial
scsi ‘Apple Optical USB Mouse
158 Apple Extended USE Keyboard
FreWire USB Bus
AirPort Card USB High-Speed Bus
Nodems
v Software
Applications

Ectensions Ush <> Serfal
Neswork

Logs - Vendor Name:  FTDI
Speed Upto 12 Mbsec
Product ID: 24577 (56001)
Bus Power (mA): 100

Wenn das Gerét nach der Treiberinstallation nicht funktioniert, kann das wahrscheinlich
daran liegen, dass der PID nicht vom Treiber unterstitzt wird. Wenn das der Fall ist,
setzen Sie sich mit FTDI-Support hinsichtlich des PID in Verbindung, der zum Treiber
hinzugefligt werden muss. Wenn die VID nicht 0x0403 ist, dann ist es wahrscheinlich,
dass das Gerat kein FTDI-Gerat ist und wir dann keinen Support zur Verfigung stellen.

Installationsanleitung fiir Windows CE

1 Willkommen bei der Installationsanleitung fiir Windows CE
Das Ziel dieser ANLEITUNG besteht darin, dem Anwender vom USB 2.0 - RS232
Konverter eine einfache Methode der Treiberinstallation fiir seine Geréte auf PDAs und
Targets, die Windows CE 4.2 und hoher nutzen, zur Verfiigung zu stellen.

2 Gerateinstallation
Die VCP-Treiber emulieren einen Standard-COM-Port. Diese kénnen in gleicher Weise
wie jeder andere COM-Port mit dem PC kommunizieren.

ftdi_ser.dll — die VCP-Treiberdatei

FTDIPORT.inf — durch den Anwender verénderbare Datei, um die
benutzerdefinierten
Geréte mit VID- und PID-Kombinationen installieren zu kénnen

Kopieren Sie alle entpackten Dateien in das Verzeichnis \\Windows auf dem PDA.
Wenn der PDA einen Host-Adapter verlangt (z. B. USB-Host-Kabel, Prasentationspaket



oder Compact-Flash-Host-Karte), stellen Sie sicher, dass er angeschlossen und
installiert wurde, bevor Sie fortfahren.

Verbinden Sie das RS232-Gerat mit einem Host-USB-Port auf dem PDA. Es
erscheint
ein Dialogfeld, um in Windows CE zu den Treiberdateien zu gelangen.
_Geben Sie den vollstandigen Namen der VCP-Treiberdatei in das unten gezeigte
Dialogfeld ein. Wenn der Dateiname nicht korrekt ist, wird der Treiber nicht gefunden
und das Gerat kann nicht funktionieren.

Die Geréteir ion ist jetzt Hssen

= criver for this device. For
information, see the device
manufacturer's documentation.

Die Gerateir ion ist jetzt ssen.

Hinweis: Bei falscher Installation und unsachgemitem Gebrauch im Wohmnbersich kamn das Gerét
d anderen Geréten in
Gebrauch liogt vor, wann das Gerdt, sowet mit betrieben wird
ich Kabel dor Kategorle 56 und hoher). Das Gerat wrde
gotestat und liogt imnerhalb SSor Gronesn tor Computerzubehdr der Klasse B gemaR den Anforderungen
nach EN 55022.
Warnung: Dieses Produkt entspricht der Prifklasse B - es kann im Wohnbereich Funkstdrungen
verursachen; in diesem Fall kann vom Betreiber verlangt werden, angemessene Malnahmen
und dafiir rklarung: Das Gerat erfiilt die EMV-Anforderungen
nach EN 55022 Kiasse B fir ITE und EN 55024 “Gerale mi extemer oder eingebaiier
Spannungsversorgung erflilen weftertin die Anforderungen nach EN 61000-3-2 und EN 61000-3-3. Dami
sind die 5004 10BIC- oIt Die CEKanforatat
wurde Die S baim Heretalor hinterlegt.
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